Clamping Carriers &
Rotary Composers

€

rULLPOWET

FULPOVW INDUSTRIAL CORP.



Pneumatic Clamping Carrier

Especially ideal for composing laminated boards for
furniture industry.
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LAMINATED BOARD SAMPLE:

Hydraulic Wrench Tool (OPTIONAL)

« The machine is equipped with hydraulic wrench tools.

* Wrench tool features powerful and fast tighening
performance and long service life.

« Tightening pressure is adjustable.

SPECIFICATIONS:

Clamp depth 30" 38" 44" 50" 52 63"
(AHeight] 2790 G200 3500 3810 3835 4470
® 6 section 2790 G200 3500 3800 3850 4470
Width 2790 3200 9500 3800 3850 4470

CLAMP:
« The clamp body is manufactured from steel.

« The rear jaw is manufactured from ductile
iron for superior strength and durability.

« Exclusively designed reinforcing collar on
front jaw.

CLAMP SPECIFICATIONS:
(CEmpdspn 30" 38" 44" 50" 52" 63"

(H1)Height 312 312 312 3N 312 32

toHegn(opion) s 5 5 5 5 5

4100 4500 4800 5100 5200 5750

5100 5500 5800 6100 6200 6750

© Machine width 105 1200 125 13° 157 236

Length | Working length 2500 2900 3000 3350 3850 5850




Double Side Hydraulic Composer

APPLICATION : For composing big and thick boards.
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« Fixed composer construction. « Extra powertul hydraulic systom providos.
excoptional high tightening force.
« Two sides operation.

- High qualiy hydraulc parts ?
* Especaly ideal for bg area and thick boards e lowrs s ana g Stz o3
Composing.
= "" e — ~ Rugged construction throughout makos the
. machi
Farach pressure cyinders: Gperations.
- Constant pressure assures high flatness with . " %
Constant prossure ass High efficioncy, high throughput.

[ Modet | DHC-1810 DHC-2613

DHC-6213
Side cylinder
Up cylinder - 040x150stx36pCs.
Raiso cylinder 063xas0stxapes - 063x550stxdpcs
Pressure capacity. 140kgiom 140kg/em 14okgiem
Hydraulic pump 3P sHP. 10HP
W 2250Kkgs 4200kgs 12000kgs.




DHC-1810
APPLICATION :

For composing small
boards.
Two section operation.
At ydrautc cyindersoporae
synd

High qualty hydunltc parts guarantee stable
otion, low noise and long service lifo.

| DHC-2613 |
APPLICATION :

For composing medium
and small boards.
- Two sides operation.
* syt cyindercan o cporates
Individs

High qu.my hydraulic parts guaranteo
stable motion, low noise and fong
servico lfe.




Four Section
Hydraulic Rotary Composer

HRC-4613-4

+ Four section configuration.

* Rotary composing grealy upgrades

operational conveni

+ Manually controlied reversible rotation.

« Top and side hydr

+ Rugged construction throu
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213 HRC-4613  HRC-5213  HRC-6213
Side cylinder oOms2ps  OMDMOSKIes oODBOSIACS  00GOSXXS  oR0BSHKSERCS
Up cylinder WIS 2Mpes  OAOCISOSXpCS  OMDNISIsAOpcs  oMOSOstdBpes  oMONISDSN S6pcs
Raise cylinder obbdsstBpes  oRuSOsgpes  oSSDNEpes  oSOuSOseks  os3SOstapcs
Prossure capacity 140kgiem 140kglem: 1a0kgiem’ 140kglom 140Kglem’
NW. 7000kgs. 8500kgs. 12000kgs. 14000kgs. 16000kgs.




Six Section
Hydraulic Rotary Composer

« Six section configuration.

* Rotary composing greatly upgrades operational
convenience.

« Manually controlled reversible rotation.

+ Top and side hydraulic pressure cylinders ensure.
great tightening force.

Working size (LOWKT) secton 2500x1300x150mm
Side cylinder 080xB0stx36 pes.
Raiso cylinder 063x280stx12 pos.
Pressure capacity 140kglem
Hydraulic pump. st
Machune size (LWH) 445013500x3500mm

N, 9200kgs




Conveyor Type Glue Applicator

Choice of Lengths : 2.5, 3, 4, 5 Meters.

- 2.5 meters conveyor length is.
standard.

Conveyor lengths 3, 4, 5 meters.
are available (optional).

o Sling role is standara.
Other lengths can be
* Gluing amount s adjustable.

« Stainless steel glue tank features.
rrosion rosistance.
* Gling role s covered with -
bor for uniform glue spreading,

Multi-purpose Automatic Glue Mixer A

asy 1o oporato. Simply sot the
glue ratio for automatic mixing.

* Glu output rate: 3 liters/min.
- Adjustablo ratio: 0-30%

FEATURES:
« 15% mixing for wood composing
Ol wilhou BubbING.

« Allows for singl

ique glue outpt.

SPECIFICATIONS:
03kw
130Kkgs
Machine dimensions(LxWxH) _650x550x1800 mm
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