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FULLPOWER

SPINDI.E SHAPER SERIES

2 most comprehenswe rang ge of
spindle shapers in the indu
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rULLPOWES
Spindle Shaper

A dependable Source for All Your Needs in High Quality
Spindle Shapers

With over 20 years in design and manufacturing of high quality, high
performance spindle shapers, FULLPOWER offers the widest range of spindle
shapers to serve customers around the world. FULLPOWER's engineers, with

their wealth of experience, expertise and theorem backgrounds, conduct
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TILTING SPINDLE
The tilting spindle provides angle cutting from -5"~90°~+45°. Spindle tilting handwheel is
located at front within easy reach. A tilt scale is attached for accurate angle setting.

SLIDING TABLE

(MODELS SP-525MS,5P-525TS,5P-625MS AND SP-625TS ONLY)

Sliding table model is an integrated system providing maximum accuracy and effortless
cutting effects. Sliding table is integrated with (6) NSK #6004 accentric roller bearings with
accuracy to 0.002", Tenoning attcachment is included as standard feature.

QUICK CHANGE SPINDLE SPEEDS

V-belt is quickly released for speed change by simply loosening one lock lever, and
shifting the belt to required position.

FENCE

Cast aluminum alloy fence halves are precision machined. The fence assembly is attached
with a 5" diameter outlet dust hood. The fence halves can be precision adjusted by
micrometric adjustment knob with 0.008"graduation.




925 SERIES

INTERCHANGEABLE SPINDLES:

Choice of 3 spindle diameters (3/4", 1", 1-1/4") or choice of metric
sizes- 19mm, 25.4mm, 30mm. Spindle has MK5 taper to ensure
precision fitting and allow quick changeover.

QUICK CHANGE SPINDLE SPEEDS:

The spindle is driven by a four-speed dynamically balanced pulley for
spindle speeds of 3000, 4500, 7500 and 10000 RPM. Change of speed
is quick and easily accomplished by simply loosening a leck lever, and
shifting the belt to the required speed setting.

REVERSIBLE SPINDLE ROTATION :

The spindle is reversible to ensure safe rotation in clockwise or
counter-clockwise direction as well as providing the ability to climb
cut glued panels.

SPINDLE RAISING:

The spindle is raised or lowered by a graduated handwheel, providing
Tmm elevation per full revolution. Quick clamp lever positively holds
spindle at a set height.

TABLE INSERTS:

The spindle is fitted with 2 insert rings (6-3/8" & 8-5/8") permitting for
use of a wide variety of shaper cutters and spindle speeds.

FENCE:

The fence assembly is attached with a 4" diameter outlet dust hood.
The fence halves can be precision adjusted by micrometric
adjustment knob with 0.008" graduation.

TABLE:

The massive table is made from high quality cast iron (FC-25 grade)
and undercast ribbing is engineered for maximum strength and long
term table stability. Table surface is precision ground and polished.

ROUTING OPERATION:

The MKS taper on the spindle accepts a router collet system,
providing maximum flexibility all in one shaping and routing

machine.
SPECIFICATIONS: STANDARD EQUIPMENT:
MODEL SP-525M, M5 SP-525T, TS B Magnetic switch with overload protection
Spindle Dia. 3/45 1% 1-1/4" (19mm, 25.4mm, 30mm) ® Reversing switch
Spindle Speed 3000 /4500 / 7500 / 10000 i

I / 4 / sl B Choice of spindle size: Specify spindle

Taper of Spindle MIS diameter when ordering, (Optional
Sindle Motor 5HP 3@ or 7.5HP 30 spindles available)
Spindle Travel 130mm (5°) m Spring hold downs:
Spindle capacity under nut 3-1/4", 3-3/4°, 4-1/2" (3/4', 1, 1-1/4" spindle) Vertical set of two steel shoes,
Tilting Angle == | -5%~890%+45" Horizontal set of two steel shoes.

Max. Table Insert Diameter

220mm {8-5/8")

Table Size

700 x 900mm (27-1/2" x 35-1/2")

Table Height

900mm (35-1/2")

Sliding Table Size

900 x 230mm (35-1/2" x 9")

Sliding Table Travel

830mm (32-1/2)

Fence Size 125 x 900mm (4-15/16" x 35-1/2")

N.W. 695 Ibs(316kgs) | 744 Ibs(338kgs) | 695 Ibs(316kgs) | 744 Ibs(338kgs)
G.W. 854 Ibs(388kgs) | 915 Ibs(416kgs) | 854 Ibs(388kgs) | 915 Ibs(416kgs)
Packing Dimensions (LxWxH) 42" x 38" x 50" 42" x 42" x 50"

B Specifications and design characteristics are subject to change without prior notice.

B 2 Table inserts-(6-3/8" & 8-5/8")

M Precision fence with 4" cast iron dust
outlet

B Service tool kit

m All electrical components are UL/CSA
approved for U.S. installation

B Parts & Operations Books



625 SERIES

INTERCHANGEABLE SPINDLES:

Choice of 3 spindle diameters- 3/4", 1, 1-1/4" or choice of metric
sizes- 19mm, 25.4mm, 30mm. Spindle has MKS5 taper to ensure
precision fitting for the machines usable life, and guaranteed
tolerance to 0.0008".

QUICK CHANGE SPINDLE SPEEDS:

The spindle is driven by four-speed pulley for spindle speeds of
3000, 4500, 7500 and 10000 RPM. Change of speed is quickly and
easily accomplished by simply loosening a lock lever, and shifting
the belt to the required spindle speed.

REVERSIBLE SPINDLE ROTATION :

The spindle is reversible to ensure safe rotation in clockwise or
counter-clockwise direction as well as providing the ability of climb

cutting panels.

SPINDLE RAISING:

The spindle is raised or lowered by a precision graduated
handwheel, providing 1mm elevation per full revolution of the
handwheel. Quick clamp lever positively holds spindle at a set
height for guarantee of repitition.

FOOT SPINDLE BRAKE:

Treadle plate provides instant stop of the running spindle after

power has been shut off.

TABLE INSERTS:

The spindle is fitted with 2 insert rings (6-3/8" & 8-5/8") permitting
for use of a wide variety of shaper cutters and spindle speeds.

FENCE:

The fence assembly is attached with a 4" diameter outlet dust hood.
The fence halves can be precision adjusted by micrometric
adjustment knob with 0.008" graduation.

TABLE:

The The massive table is made from high quality cast iran, rib

0.006" guarantee.

SPECIFICATIONS:

MODEL SP-625M, MS SP-625T, TS
Spindle Dia. 3/4" 1% 1-1/4"

Spindle Speed 3000 /4500 / 7500 / 10000 rpm.

Taper of Spindle MK5

Sindle Motor 5 HP 3@ or 7.5HP 3@

Spindle Travel 5" (130mm)

Spindle capacity under nut

3-1/4%, 3-3/4", 4-1/2" (3/4', 17, 1-1/4" spindle)

Tilting Angle

= | -5°~G0°~+45°

Max. Table Insert Diameter

8-5/8" (220mm)

Table Size

41-3/8" x 31-1/8" (1050 x 800mm)

Table Height

35-1/2" (900mm)

Sliding Table Size

1050 x 250mm

Sliding Table Travel

38" (970mm)

Fence Size 4-15/16" % 35-1/2" (125 x 900mm)

MW, 851 Ibs(387kgs) | 906 Ibs(412kgs) | 851 Ibs{387kgs) | 906 Ibs(412kgs)
G.W. 900 Ibs(409kgs) | 994 Ibs(452kgs) | 900 Ibs(409kgs) | 994 Ibs(452kgs)
Packing Dimensions (LxWxH) 48"% 37"x 50" 48" 46" 50"

B Specifications and design characteristics are subject to change without prior notice.

reinforced, and temper heat treated for maximum strength and wear
resistance, Table surface is precision ground by milling and polished to

ROUTING OPERATION:

The MKS taper on the spindle accepts a router collet system, providing
maximum flexibility all in one shaping and routing machine,

STANDARD EQUIPMENT:

W Magnetic switch with overload protection
B Reversing switch

B Choice of spindle size: Specify spindle
diameter when ardering. (Optional spindles
available)

W Spring hold downs:
Vertical set of two pieces.
Horizontal set of two pieces.

B 2 Table inserts-(6-3/8" & 8-5/8")
B Precision fence with 4" cast iron dust outlet

m All electrical components are UL/CSA
approved for U.S. market

B Parts & Operations Books

B Service tool kit



735 SERIES

INTERCHANGEABLE SPINDLES:

Choice of 4 spindle diameters- 1", 1-1/4", 1-3/8", 1-1/2" or choice of metric

sizes- 25mm, 30mm, 35mm, 40mm. Spindle has MK5 taper to ensure
precision fitting and allow quick changeover of another spindle.

QUICK CHANGE SPINDLE SPEEDS:

The spindle is driven by four-speed pulley for spindle speeds of 3000,
4500, 7500 and 10000 RPM. Change of speed is quickly and easily
accomplished by simply loosening a lock lever, and shifting the
complete assembly.

FOOT SPINDLE LOCK:

The spindle is foot treadle locked for convenient cutter and spindle
change.

FOOT SPINDLE BRAKE:

Treadle plate provides instant stop of the running spindle after power
has been turned off.

REVERSIBLE SPINDLE ROTATION:

The spindle is reversible to ensure safe rotation in clockwise or
counter-clockwise direction.

ROUTING OPERTION:

Optional collets can be supplied to enable the shaper do a routing
application. Provides excellent flexibility all in one shaping system.

TILTING SPINDLE:

The tilting spindle provides angle cutting from -5° ~ 90” ~+45°, Spindle
tilting handwheel is located at front within easy reach. A tilt scale is
attached for accurate angle setting. A locking handle anchors spindle
into fixed angled position.

FENCE:

SPINDLE RAISING:

The spindle is raised or lowered by a graduated handwheel, providing
0.04" elevation per full revolution of the handwheel. Quick clamp lever
positively holds spindle at a required setting.

TABLE INSERTS:

The spindle is fitted with 5 insert rings permitting for use of a wide
variety of shaper cutters. Maximum insert opening diameter is 13-1/4",

Precision machined fence provides the accuracy demanded in complex
shaping applications. The fences are supported by a massive cast iron
body and integrated with a 5" cast iron dust shroud.

TABLE:

The massive table is made from high quality cast iron (FC-25 grade), rib
reinforced, and temper heat treated for maximum strength and wear
resistance. Table surface is pracision ground by milling and polished to

allowing use of insert cutterheads. 0.05rmm flatness.
SPECIFICATIONS: STANDARD EQUIPMENT:
MODEL SP-735M SP-735T SP-735MS S5P-735TS ® Magnetic switch with overload protection

Spindle Diameter

1% 1-1/4%, 1-3/8", 1-1/2" (25.4, 30, 35, 40mm) Interchangeable

Spindle Travel 7" (180mm)

Tilting Angle - -5°~90°~+45° | — | -5°~90°~+45°
Spindle Speeds 3000/ 4500/ 7500 / 10000 rpm. (4 Speeds)

Spindle Taper MEKS

Table Size 36-1/2" x 48" (930 x 1220mm)

Sliding Table Size not available

13" % 48" (330 x 1220mm)

Sliding Table Stroke not available

46" (1170mm)

Table Insert Opening Diameters (735M/MS)

@3-15/16", 6-3/4", 8-1/4", 10-1/4", 13-1/4" (100, 170, 210, 260, 336mm)

Table Insert Opening Diameters (735T/T5)

@8-1/4°,10-1/4°, 13-1/4, (210,260,336mm)

Sindel Capacity Under Nut

4', 5-1/2', 5-1/2%, 5-1/2" (1°, 1-1/4", 1-1/2", 1-3/8" Spindle)

Table Height 35-1/2" (800mm)

Fence Size 23-1/2" % 5-3/4" (600 x 146mm)

Motor Horsepower 7.5 HP @3 / 10HP (optional)

MN.W. 1430 Ibs(650kgs) 1540 |bs(700kgs)

G.W. 1650 |bs(750kgs) 1760 lbs(800kgs)
Packing Dimensions (LxWxH) | 53"x42"x 51" | 53"x 52"x 51" 53" 42" 51" i 53" 52" 51"

B Specifications and design characteristics are subject to change without prior notice.

B Choice of one spindle size: Specify spindle
diameter when ordering. (Optional
spindles available)

B Spring hold downs:
Vertical set of two pieces.
Horizontal set of two pieces.

® 5Table inserts

® Precision fence with 5" cast iron dust outlet
B Reversing switch

B Service tool kit

B All electrical components are UL/CSA
approved for U.5. market

B Parts & Operations Books
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BASIC SPINDLE SHAPER
WITH TENONER TABLE
e The unit is identical to the SP-735M but is equipped

with a 88" long tenoning table for maximurn support
of large parts and doors.

* Telescopic front table extension wing facilitates i A - i
maximum support of large doors, panels and timbers. — ———
(Extends to 28" from the main shaper table) FOOT SPINDLE LOCK: OOT SPINDLE BRAKE:

The spindle is foot treadle locked Foot treadle plate provides
for convenient cutter and spindle instant spindle braking after
changeover. power has been shut off.
SPECIFICATIONS: STANDARD EQUIPMENT:
Model SP-735L B Magnetic switch with overload protection
Spindle Diameter 1", 1-1/4% 1-3/8", 1-1/2", (25.4, 30, 35, 40mm) Interchangeable B Choice of spindle size: Specify spindle
Spindle Travel 7" (180mm) diameter when ordering. (Optional spindles
spindle Speeds 3000/ 4500 / 7500 / 10000 rpm (4 Speeds) available)
Spindle Taper MEKS B Spring hold downs:
Table Size 39" x 88" (980 x 2235mm) (with extension wings) Vertical set of two pieces. Horizontal set of
Table Insert Opening diameters | @3-15/16", 6-3/47 8-1/4", 10-1/4% 13-1/4" (100, 170, 210, 260, 335mm) i places.
Table Height 35-1/2" (900mm) H 5 Table inserts
Fence Size 23-1/2° % 5-3/4" (600 x 146mm) B Precision fence with 5" cast iron dust outlet
Motor Horsepower 10 HP standard (15 HP optional) ® 10 HP Motor with reversing switch
N.W. 1798 Ibs (817 kgs) Al S
electrical components are
o 1571k 850 kgl approved for U.5. market
Packing Dimensions (LxWxH) 91" x 44" x 51"

B Parts & Operations Books Service tool kit

B Specifications and design characteristics are subject to change without prior notice. W MES phecislor tanered spindle



2070 SERIES

TABLE: 7 — -
The massive shaper table surface is made
from high quality cast iron, rib reinforced for
maximum table flatness and durability. Table
surface is precision ground and polished,
allowing minimal friction.

ELECTRICS:

Equipped with magnetic switch with overload
protection, All electrical components are
UL/CSA approved for U.S. market. Motors are
industrial rated for continuous duty.

A =1

Quick Change Spindle Speed
The spindle is driven with four-speed pully, for spindle speeds of
3000, 4500, 7500 and 10,000 RPM. Change of speed is fast and
easily made by simply loosening one locking lever and shifting
the belt to the required speed.
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FENCE (Optional)

The 2070 series can be fitted with a precision cast iron and
aluminum fence to perform independent spindle shaping

FOOT SPINDLE LOCK:

The spindle is foot treadle locked
for convenient cutter and spindle

operations. changeover.
SPECIFICATIONS:
Model SP-2070 SP-2070S
Spindle Diameter 1% 1-1/4 1-3/8" 1-1/2" 1% 1-1/45 1-3/8" 1-1/2"
spindle Travel 170mm / 6 3/4" 170mm / 6 3/4"

Spindle Capacity Under Nut

&, 5-1/2", 5-1/2", 5-1/2"° (1%, 1-1/4", 1-3/8", 1-1/2" Spindle)

Spindle Speeds

3000/ 4500 / 7500 / 10000 rpm (4 Speeds)

3000/ 4500/ 7500 / 10000 rpm (4 Speeds)

Spindle Taper

MK5

MK5

Sliding Table Size

60-3/4" x 12"

Sliding Table Stroke

1400mm (55-1/8")

Distance Between Spindle

700mm (27-1/2")

700mm (27-1/27)

Table Size

1550mm x 960mm (61" x 37-3/4")

1550mm x 960mm (617 x 37-3/4")

Table Insert Opening Diameters

@100, @170, @210, @260, @335 mm

2100, @170, @210, @260, @335 mm

Table Height 35-1/2° 35-1/2°
Motor Horsepower 7.5HP/10HP 3@x 2

N.W. 2310 Ibs (1050 kas) 1050 kgs
G.W. 2750 Ibs (1250 kgs) 1250 kgs

Packing Dimensions (LxWxH)

67-1/2" x 53" x 53"

67-1/2" % 53" x 53"

W Specifications and design characteristics are subject to change without prior notice.

FOOT SPINDLE BRAKE:

Foot treadle plate provides
instant spindle braking after
power has been shut off.

STANDARD EQUIPMENT:

B Two spindle configuration
M Foot spindle lock

B Foot spindle brake

B Reversible spindle

SP-2070
B Fixed table model

B Available with sliding table

B Magnetic controls protection with voltage
transformer

B Precision matched MKS5 tapered spindle

SP-2070S
® Sliding table model with tenon attachment
B Custom spindles are available upon request

B Magnetic overload controls with voltage
transformer

m MKS5 precision spindle assembly
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